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Product Description 
SIKAMUR® DRY is a ready mix, hand-applied, breathing mortar based on special air-bubble entraining 
agents, selected aggregates and cements. It is suitable for the treatment and rehabilitation of 
masonry with rising humidity. 
SIKAMUR® DRY meets the requirements of EN 998-1:2010 Class R, refer to Declaration of 
Performance. 
 
Benefits 

 Allows evaporation of retained moisture in masonry. 

 Holds salts inside avoiding superficial salt efflorescence and mould. 

 No previous salt-proofing treatment required 

 Good workability 

 Adheres well to substrate 
 
Areas For Use 
Suitable for interior and exterior use on the following substrates 

 Solid bricks 

 Masonry made out of broken or mixed stone 

 Non-chalking blocks 
 
Limitations 

 Do not use iron or plastic tools as these destroy air bubbles and prevent the mortar from 
breathing 

 Protect from rain for at least 6 hours after application 

 Finish the surface using only a fine rendering mortar based on high-breathable lime e.g SIKAMUR® 
FINISH 

 When overpainting the surface use a product with a minimum vapour barrier action (µ less than 
10) to prevent blistering and detachments e.g. SIKAMUR® COLOUR I or E 

 Small fissures may appear depending on the type of substrate, due to the strong dehumidification 
power of SIKAMUR® DRY 

 Do not apply on walls subject to hydrostatic water pressure 
 
 
 
 

Colour Product Code Pack Size Box Qty 

Light grey SKMURDRY25 25 kg n/a 

SIKAMUR® DRY  
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Surface preparation 
Remove completely any damaged or detaching plaster coat, taking special care over the joints 
between bricks. Joints should be stripped to approximately 20-30 mm depth, without weakening the 
wall. The material removed should be up to the height of the upper level of damage plus three times 
the thickness of the wall (e.g an extra 9 inches if the wall is 3 inches thick).  
Clean masonry joints with high pressure (200-400 bar) water jets, especially along the joints. Contact 
Sika Technical Service for deposits such as bitumen, salts etc 
 
 
Application  
Use a mixing ratio of 2.9-3.4 litres of clean water per 25 Kg. Use a low rpm drill with a mixer or a 
rotary drum mixer until a smooth, uniform and lump-free mix with a creamy consistency is achieved. 
Do not mix more than required (3 minutes) to avoid too much air entrapment in the mortar. The pot 
life once mixed is 30 minutes at 20°C. 
2 coats should be applied using a trowel. First a preliminary adhesion layer followed by the rendering 
layer. The adhesion layer should be applied with a fluid like consistency. Once the adhesion layer has 
set then the rendering layer should be applied with a creamy consistency, which can be built up to the 
required thickness. Smooth the surface using a wooden trowel. The thickness of the two layers 
(adhesion + rendering) must be at least 20 mm. Apply subsequent layers if required. Keep the fresh 
mortar surface moist over several hours by protecting it from wind and direct sunlight. 
 
Coverage is approx. 30kg/m2 powder for 20 mm layer thickness. 
 
Cleaning 
Clean tools with water before the mortar hardens. 
 
Specific Data 
 

TEST RESULT REQUIREMENTS OF STANDARD 

Density ~1.55 kg/l - 

Grading Dmax 2.5 mm - 

Compressive Strength EN1015-11 >3.0 MPa CS II (1.5÷5 MPa, 28days) 

Capillary water absorption EN1015-18 >4.0 kg/m
2
 ≥0.3 kg/m

2 
after 24 hr 

Water penetration after capillary water absorption 
EN1015-18  

<5.0 mm 
≤5.0 mm 

Water vapour permeability coefficient EN1015-19 µ ≤ 15 µ ≤ 15 

Adhesion EN1015-12  0.4 MPa Above declared value 

Thermal conductivity EN1745:2002 table A.12 0.67 W/mK Measured value 

Reaction to fire EN13501-1 Euroclass A1 Class according to standard 

Chromium VI content EN196-10 <0.0002% <0.0002% 

   

 
Health & Safety 
Consult MSDS for full list of hazards. 
 
Storage 
Store upright in original tightly sealed container in a cool dry area. Protect from sunlight and frost.  
 
Shelf Life 
12 months from date of manufacture in original, unopened containers. 
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The technical data contained herein is based on our present knowledge and experience and we cannot be held liable for any 
errors, inaccuracies, omissions or editorial failings that result from technological changes or research between the date of issue 
of this document and the date the product is acquired. Before using the product, the user should carry out any necessary tests in 

order to ensure that the product is suitable for the intended application. Moreover, all users should contact the seller or the 
manufacturer of the product for additional technical information concerning its use if they think that the information in their 
possession needs to be clarified in any way, whether for normal use or a specific application of our product. Our guarantee 

applies within the context of the statutory regulations and provisions in force, current professional standards and in accordance  
with the stipulations set out in our general sales conditions. The information detailed in the present technical data sheet is given 

by way of indication and is not exhaustive. The same applies to any information provided verbally by telephone to any 
prospective or existing customer. 


